Pure Home Theater Power

Our Protegé™ LCR & Effect Speakers deliver powerful, pure sound in any channel of a home theater system: front left, center and right, and even for rear and side surround effect speakers. Flip ‘em either vertical or horizontal, they’ll sound amazing either way.

LCR5 Dual 5" LCR & Effect Speaker
Our best LCR & Effect Speaker delivers high power from its two 5" graphite woofers, a 1" silk dome tweeter and 160 watt power handling. Features a matte black finish, removable black grille with neo-magnets and two integrated flush mounted cross-slotted wall mounts. Easily mounts horizontally or vertically.

- Two 5" Graphite Woofers
- 1" Silk Dome Tweeter
- Power Handling: 160 Watts
- Frequency Response: 80Hz - 20kHz
- Impedance: 6Ω
- Sensitivity: 86dB 2.83V/1m
- Cabinet Design: Rounded Corner MDF Cabinets
- Dimensions (H x W x D): 73/16" x 20" x 4"

Their Sound is Remarkable

Give the new Proficient Protege Cabinet Loudspeakers a long listen. We think they might just change your attitude about how things should sound. They’re built not just to be heard, but to be listened to and loved. Just what you would expect from Proficient.

LCR4 Dual 4" LCR & Effect Speaker
A compact LCR & Effect Speaker that’s perfect for small media rooms, dens and compact stereo systems. Features two 4" graphite woofers, a 1" silk dome tweeter and 90 watt power handling. The LCR4 has a matte black finish, removable black grille with neo-magnets and two integrated flush mounted cross-slotted wall mounts. Easily mounts horizontally or vertically.

- Two 4" Graphite Woofers
- 1" Silk Dome Tweeter
- Power Handling: 90 Watts
- Frequency Response: 80Hz - 20kHz
- Impedance: 6Ω
- Sensitivity: 86dB 2.83V/1m
- Cabinet Design: Rounded Corner MDF Cabinets
- Dimensions (H x W x D): 63/16" x 20" x 4"

LSB3 3-Channel Passive Soundbar
Use this three channel Passive Soundbar with any A/V receiver to build a compact yet powerful home theater system. Features six 3" graphite woofers, three 1" silk dome tweeters and 60 watt (per channel) power handling. The LSB3 has a matte black finish and removable black grille with neo-magnets. Includes a Proficient-designed horizontally adjustable wall-mounting bracket.

- Six 3" Graphite Woofers
- Three 1" Silk Dome Tweeters
- Power Handling: 60 Watts (per channel)
- Frequency Response: 140Hz - 20kHz
- Impedance: 6Ω
- Sensitivity: 88dB 2.83V/1m
- Cabinet Design: Rounded Corner MDF Cabinets
- Dimensions (H x W x D): 53/16" x 3913/16" x 23/4"
Our LDA5 "height" speaker reflects sound off the ceiling for immersive surround experience associated with object-oriented sound systems. Features a slanted speaker baffle, 5" graphite woofers, 1" silk dome tweeters and 60 watt power handling. The LDA5 contains removable black grilles with neo-magnets, integrated flush mounted single-slot wall mounts and a matte black finish. Designed to sit on top of the LFS6 or LB62, or mount on the wall below the ceiling.

LDA5 5" "Height" Speaker

- 5" Graphite Woofers
- 1" Silk Dome Tweeters
- Power Handling: 60 Watts
- Frequency Response: 120Hz - 20kHz
- Impedance: 6Ω
- Sensitivity: 84dB 2.83V/1m
- Cabinet Design: Rounded Corner MDF Cabinets
- Dimensions (H x W x D): 353/4" x 81/8" x 107/8"